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@ Bombas de biela con pistones ceramicos y cabeza de latén
® Wotor de 1450 rpm

@ Motor de alto rendimiento

@ rroteccion térmica del motor

© sistema de proteccion del acoplamiento eje motor-bomba (SJ
@ rarada total retardada (TSD) para los modelos H8

® control de maquina ACDS para modelos HD

® control de fugas para los modelos HD

© Desconexion automatica por falta de uso después de 20 min
para los modelos HD

© scrializacion LED «maquina lista» y «averia» para los modelos
HD

® Memorizacion del tiempo de utilizacién de la maquina
con sefalizacion por LED cuando se alcanza el periodo de
mantenimiento programado para los modelos HD

@ Cubierta metélica de acero AISI 430
© Junta giratoria para los modelos HD
@ Manémetro

© Filtro de agua inspeccionable

-] Manguera de alta presién de 10 m para los modelos H8 y de 15
m para los modelos H8 HD

=] Predisposicion para enrollador de manguera (opcional)
=] Predisposicion para depdsito de suministro de agua (opcional)
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-] Triplex plunger pump with three brass head
=] 1450 rpm motor

=] High efficiency motor

@ Motor thermal protection

=] Motor/pump coupling protection with special lubricant
retention system (SJ)

e Delayed total stop (TSD) on H8
=] (ACDS) Advanced Control Delayed Stop on models HD
® wicro leakage control on models HD

@ Automatic shutdown if idle for more than 20 min on
models HD

e Warning LED “machine ready” and “malfunction” on
models HD

@ Hour counter device with service alert warning led on
models HD

© Metal frame with AISI 430 cover

- High pressure Swivel Gun on models HD
© rressure gauge

=] Easy to inspect water filter

© om high pressure hose on models H8 and 15 m on
models H8 HD

© Hose reel (optional)
=] Predisposed for optional water tank with floating-valve
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ACCESORIOS SUMINISTRADOS / SUPPLIED ACCESSORIES

N° | MOD. cob. DESCRIPCION - DESCRIPTION
HHHidropistola con Semilanza e swivel (in
H8 HD M22 out 22)
! 160-180-200 01ACA422 Spray gun with Semilance and swivel (in M22
out M22)
H8 HHHidropistola con Semilanza (in M22 out
2 130150200 | O1AC418 | M22)
Spray gun with Semilance (in M22 out M22)
Lanza I=50 cm (in M22 out 1/4"F)
3 |Todos-Al O1AC319 | [ance 1=50 cm (in M22 out 1/4°F)
Boquilla 1/4" M 25035
130410 [eazds Nozzle 1/4" M 25035
Boquilla 1/4" M 25045
200/15 50284 Nozzle 1/4" M 25045
4
Boquilla 1/4" M 2505
150/15 - 160/15 | 150216 e A
Boquilla 1/4" M 2506
180/18 150307 o e
Tubo A.P. =10 m R1 - 5/16" M22 - M22
H8 130-150 01AC401 | y'P hose =10 m R1 - 5/16" M22 - M22
Tubo A.P. I=10 m R2 - 5/16" M22 - M22
H8 200/15 01AC398 | 1B hose I=10 m R2 - 5/16" M22 - M22
5
Tubo AP. 1=15 m R1 - 5/16" M22 - M22
H8 HD 160 18018 | O1AC38T 1y b hose 1=15 m R1 - 5/16" M22 - M22
Tubo A.P. 1=15 m R2 - 5/16" M22 - M22
HBHD 200115 [01AC425 |5 oce 1=15 m R2 - 5/16" M22 - M22
Llave
6 Todos - All Key

ACCESORIOS APETICION / ACCESSORIES ON DEMAND

ENROLLADOR
HOSE REEL

KIT BOQUILLA TURBO ROTATIVA CONTROL REMOTO
TURBO NOZZLE KIT REMOTE CONTROL

Mod. Todos-All
Cod. 01AC443

Cod. 01AC514

Mod. Todos-All Lanza-Lance (70 cm)

Cod. 01AC296

Mod. 160/15 Boquilla-Nozzle (05)

Cod. 01AC293

Mod. 130/10 Boquilla-Nozzle (035)

Mod. H8 HD

kit control remoto con 15 m de cable
Remote control kit with 15 m power cord
Cod. 01AC441

Cod. 01AC295

Mod. 150/15 - 200/15 Boquilla-Nozzle (045)

Cod. 01AC348

Mod. 180/18 Boquilla-Nozzle (06)
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Mod. H8 HD 15 e 20 It
Cod. B.PMVR00193

Pies antivibrantes para instalacion a
tierra terra o en estanterias

Rubber feet for shelf or floor installation

Mod. Todos - Al 1
Soporte inox - stainless-steel support
Cod. 01AC446

Mod. Todos - All
estanteria inox - stainless-steel shelf
Cod. B.CRDS00815

Cod. B.KTSP00013

Mod. Todos - All

plancha de enganche rapido a pared -
bracket for quick mounting on wall
Cod. B.CRDS00814

Mod. H8 HD 18 It
Cod. B.PMVR00194

MAX 3 PZ
3 PCS MAX

Mod. Todos - All
Cod. 01AC510

MOD A B C | Neto/Net | X Y H Gross
[mm] | [mm] | [mm] | [kg] | [mm]|[mm] [mm]| [kg]
H8 130/10 560 | 460 | 360 43 600 | 400 | 520 45
H8 150/15 560 | 460 @ 360 47 600 | 400 | 520 49
" ° H8 200/15 560 | 460 | 360 50 600 | 400 | 520 52
H8 HD 160/15 | 560 | 460 & 360 55 600 | 400 | 520 57
¢ ﬁ H H8 HD 180/18 | 560 | 460 | 360 65 600 | 400 | 520 67
Y X H8 HD 200/15 | 560 | 460 360 65 600 | 400 | 520 67

- [ bar] 130 150 200 160 180 200
presion max. - pressure max. [MPa-psi] | 13-1.880 | 15-2.180 | 20-2.900 | 16-2.300 | 18-2.600 | 20-2.900
caudal max. - flow rate max. [It/h] 600 900 900 900 1.080 900
tipo bomba - pump IP E2 IP E2 IP E2 IP 47 IP 47 IP 47
sistema de parada - stop system TSD TSD TSD ACDS ACDS ACDS
revoluciones de la bomba - speed pump [rpm] 1.450 1.450 1.450 1.450 1.450 1.450
e, sbsorbed power [Kw] 3 47 6.5 5 72 72
alimentacion - supply voltage [V-ph-Hz] | 230-1-50 | 400-3-50 | 400-3-50 | 400-3-50 400-3-50 400-3-50
maxima temp. entrada - max. inlet temp. [°C] 40 40 40 40 40 40
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